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Calibration and Maintenance

Batteries for Narda Meters, SMARTS™, Nardalert™
Instrument

Description
Part/Model Numbers

Model Number Narda NEDA IEC
SMARTS™	
     Circuit 
     Fail-Safe

9.0 V Lithiuma 
3.0 V Lithium

88020000 
88025000

1604LC 


 
Note b

Nardalert™	
     Circuit 
     LEDd

12.0 V Alkaline 
1.5 V Alkaline

88021000 
88022000

1811A 
135SO

Note c 
SR41

8699 6.0 V Carbon 88016000 908AC 
8217, 8512, 8520, 8711 9.0 V Alkaline 88017000 1604A 6LR61
8616 +12.5 V, -12.5 V NiCadg 88011000 — —
8716d, 8719d, 8850, 
8870 8.4 V NiCadg 88018000  

8718, 8718B 8.4 V NiCadg 21760000  
8745, 8746, 8747, 8748 15.0 V NiCadg 88024000  Note e
8211d,f, 8611d,f 6.0 V Alkaline 88012000 1410M 4MR52
8110B +15 V, -15  V NiCadg 88010000  

Instrument Cases 
Meter Model Narda Part Number
8718, 8718B 32542703
8712, 8715 32542709
8511, 8513 32542708

8716, 8719, 8616, 8711 32542704
8512, 8520 32542702

8850, 8850B 32542701
8870 32542700

8110B 32542705

Replacement Parts
Batteries

Instrument Cases

♦
♦

NOTES:
a	 9.0V Alkaline can be substituted but must be replaced more often.	
b	 Renata 320A	
c 	 Duracell MN21, Eveready A23, Ronson VR22, and GP23A	
d	 Requires two batteries

e	 Motorola NLN-4462B
f	 Duracell PC164A
g	 Dispose of properly. See page 92 for details of Narda’s  
	 Rechargeable Battery Management Program.




